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• Lower profile swing radius - 4-1/4”

•  Rollers feature flare cut-off groove to reduce   
tube loss when damaged flare is removed

• Lightweight die-cast solid aluminium body

•  Enclosed hardend steel, thrust bearing feed   
mechanism for smoothest cutting action and   
trouble free operation

•  Cutter wheels are made of the highest quality  
wear and abrasion-resistant steel and precision  
machined to exacting specifications for accurate  
cutting and long life 

•  Unique design eliminates spiraling for clean   
right angle cuts

•  Durable low gloss black wrinkle finish for   
improved wear resistance

Features

Cutting & Deburring Tool
Parker PTC tube cutter for 1/8” to 1-1/8” and 4mm to 28mm O.D. tubing

LIGHTWEIGHT ALUMINIUM BODY

ENCLOSED STEEL THRUST BEARING 
FOR SMOOTH CUTTING

SELF-CLEANING 
BURR REMOVAL 
GROOVE

4-1/4” LOW PROFILE 
CONSISTENT SWING 
RADIUS

All tube cutters are 100% factory 
tested to ensure accurate spiral-
free cutting. 

The Parker tube cutter cuts 
stainless steel, soft copper,and 
aluminium tubing from 1/8 to 1-1/8 
in. and 4 to 28 mm O.D.

Tube Fabricating Equipment



 Private and Confidential207

Tube Fabricating Equipm
ent

•  Reams both inside and outside edges of tube with  
3 hollow ground cutters

•  Tough die cast body

•  Replacement blades can be ordered

•  Deburrs both clockwise and anti-clockwise

•  Flutted body is shaped to fit comfortably in palm

Features

HARDENED 
STEEL CUTTER 
BLADES

BLACK FINISH

WEIGHT:  280g/10oz

A quick twist of the wrist will deburr 
either the O.D. or the I.D. of the tube 
end. Parker’s deburrer can be used on 
annealed steel, stainless steel, copper or 
aluminium, for tube sizes 3/16” to 1-1/2” 
O.D.

Insert the tube into the convexed end 
of the duburrer for inside deburring and 
the opposite end for outside deburring. 
Rotate in either direction.

How to Order - Cutters, Deburrers and Vices
The correct part number is easily derived from the following number 
sequence.  

Series

PT

Type

C

C
D
V

Cutter
Deburrer
Vice

PT

Parker PTV Tru-Kut 
Sawing Vice
Hacksaw guide will accommodate tube, pipe 
and hose from sizes 3 (3/16” O.D.) to 32 (2” 
O.D.). Assures square cut-offs within ± 1°. Use 
a fine tooth hacksaw blade for smoother cuts. 

How To Use: Mount in vice or bolt to bench. 
Clamp tubing, pipe or hose into the Tru-Kut 
vice and cut off; guide ensures accurate 
square cuts.

CUTS METAL 
AND NON METAL 
TUBING

DESIGNED FOR 
STAINLESS STEEL 
TUBING THAT 
REQUIRES FLARING

GRIPS TUBE OR 
HOSE SECURELY 
FOR PERFECT RIGHT 
ANGLE CUTS

QUICK CLAMP ADJUST-
MENT WITH INSTANT 
TUBE RELEASE

Exotic Cutter
Spare Blade
Exotic Spare Wheel
Spare Wheel

CE
DS

CES
CS

Parker PTD Inner-Outer Reaming and Deburring Tools, for 3/16” 
to 1-1/2” O.D. tubing

Tube Fabricating Equipment
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Sealants
Parker PSL LOCTITE® 567™

A high performance sealant that locks and seals 
metal, tapered pipe threads and fittings. Ideal for 
stainless steel, aluminum, galvanized metal and other 
inert metals, 567™ has excellent solvent resistance 
and withstands temperatures to 204°C (400°F).

DESIGNED FOR THE LOCKING 
AND SEALING OF METAL TAPERED 
THREADS AND FITTINGS

•  High lubricating properties of this compound   
prevent galling on stainless steel, aluminum and  
all other metal pipe threads and fittings 

•  Recommended for industrial applications in the  
chemical processing, petroleum refining, pulp/ 
paper, waste treatment, textile, utilities/  
power generation, marine, automotive, industrial  
equipment, gas compression and distribution  
industries.

Features

Parker PSP Sealant
Sealing with Parker’s solvent-free, liquid gasking 
compounds represents a technological advanced 
solution. Curing in the absence of air, which occurs 
after contact with metal, is the outstanding feature 
of anaerobic gasking compounds. As with any 
sealant and lubrication, safety precautions are always 
advised. 

These sealants are available in 50ml and 200ml sizes.

• Quick-curing

• Solvent free

• One component sealant 

•  Serves to seal threaded connections, flanges,  
housings and covers

• Wide temperature range

• Resistant to chemicals and solvents

Features

EASY AND CLEAN 
APPLICATION

UNIQUE PARKER 
BRANDED SEALANT

TEMPERATURE 
RESISTANCE FROM 
-60oC TO +150oC

Tube Fabricating Equipment
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PTFE Tape

How to Order - Sealants
The correct part number is easily derived from the following number sequence.  
The three product characteristics required are coded as shown below.

Series Brand

L
P

Loctite
Parker
PTFE*

PS

Size
(ml)

50
200
250

(PSL & PSP)
(PSP only)
(PSL only)

PS L 50

Part Number: PS - PTFE

Polytetrafluoroethylene, or PTFE, film is cut to 
specified widths for use in sealing pipe threads. The 
tape is wrapped around the exposed threads of a pipe 
before it is screwed into place. 

The tape is commonly used commercially in 
pressurised water systems as well as in air 
compression equipment and thread joints with coarse 
threads.

One of the defining characteristics of PTFE is how 
good it is at defeating friction. The use of PTFE tape in 
tapered pipe threads performs a lubricating function, 
which more easily allows the threads to be screwed 
together, to the point of deformation, which is what 
creates the seal.

* No size required

Tube Fabricating Equipment
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Gaugeability Tools
Parker PTM Tube Marker
Put burnish marks on the tubing quickly and accurately with this easy-to-use tube marker.  Also used to check 
the burnish mark position. (Good for the life of the fitting). 

Ensures correct tube depth insertion into the fitting body.

How to Order - Tube Marker
The correct part number is easily derived from the following number 
sequence.  The two product characteristics required are coded as 
shown below.

Series

PTM

Size

PTM 4T

Parker PPT Preassembly Tool
How To Use: Slide nut and ferrule(s) onto tube. Set tube into 
presetting tool, and bottom tube against shoulder tool. Finger 
tighten the nut and then tighten the nut 1 turn with a wrench. 
Remove tube from tool. Advance the nut so it is finger-tight.

Advance the nut 1/2 turn. If torque rise is not felt in 1/4 turn, turn the 
nut to torque rise, loosen the nut to finger-tight, and makeup nut 1/2 
turn.

Series

PPT

Size

4T

2T
3T
4T
5T
6T
8T

10T
12T
14T
16T

1/8” 
3/16” 
1/4” 
5/16” 
3/8”
1/2”
5/8” 
3/4” 
7/8” 
1” 

PPT
3M
4M
6M
8M

10M
12M
14M
16M
18M
20M
22M
25M

3mm
4mm
6 mm
8 mm
10 mm
12 mm
14mm
16mm
18mm
20mm
22mm
25mm

2T
4T
6T
8T

10T
12T
16T

1/8” 
1/4” 
3/8”
1/2”
5/8” 
3/4” 
1” 

6M
8M

10M
12M
16M
20M
25M

6 mm
8 mm
10 mm
12 mm
16mm
20mm
25mm

How to Order - Preassembly Tool
The correct part number is easily derived from the following number 
sequence. 
The two product characteristics required are coded as shown below.
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This compact C-Ring gap gauge is for imperial and 
metric sizes. It effectively checks the gap dimensions 
for correct initial make-up. All sizes can be combined 
on a key ring for easy handling.

Parker PT Inspection Gauges

This unique to Parker combination gauge has dual purpose. Use the Go/No Go portion (on one end) to check 
the tube insertion depth. Use the other end to check the space between the nut and body hex. (Correct initial 
make-up prevents the gauge from being inserted). 

LIGHTWEIGHT ALUMINIUM BODY

GO/NO GO GAP GAUGE

SELF-CLEANING 
BURR REMOVAL 
GROOVE

Series Type

Combination 
Gauge

PT

Size

PT CG 4T

4T
6T
8T

10T
12T
16T

1/4” 
3/8”
1/2”
5/8” 
3/4” 
1” 

6M
8M

10M
12M
16M
20M
25M

6 mm
8 mm
10 mm
12 mm
16mm
20mm
25mm

Series Type

Gap GaugePT

Size

PT GG 4

4
6
8

12
16

1/4”  & 6MM
3/8” & 10MM
1/2” & 12MM
3/4” & 18MM
1”  & 25MM

How to Order - PT Combination Gauge
The correct part number is easily derived from the following 
number sequence. 
The three product characteristics required are coded as 
shown below.

How to Order - PT Gap Gauge
The correct part number is easily derived from the 
following number sequence. 
The three product characteristics required are coded as 
shown below.

Tube Fabricating Equipment
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Parker IPD Ferrule Presetting Tool

Ferrule Presetting Components

Threads Size
Part Numbers Hy-Fer-Set Kit Components

Body Die Nut Die Item Part No.
1/4" 4 4 Body Die Size 4 Nut Die Kit A Hydraulic Ram (size 4-16) Hydraulic Ram

3/8" 6 6 Body Die Size 6 Nut Die Kit B Hydraulic Ram (size 20-32) Hy-Fer-Set Body Assembly

1/2" 8 8 Body Die Size 8 Nut Die Hydraulic Hand Pump Enerpac Pump P-392

5/8" 10 10 Body Die Size 10 Nut Die Hose Assembly Hose Assembly w/guards

3/4" 12 12 Body Die Size 12 Nut Die Carrying Case Carrying Case

7/8" 14 14 Body Die Size 14 Nut Die

1" 16 16 Body Die Size 16 Nut Die Size 16 Body Die Adapter

1-1/4" 20 20 Body Die Size 20 Nut Die

1-1/2" 24 24 Body Die Size 24 Nut Die

2" 32 32 Body Die Size 32 Nut Die

Note: To preset 1" with “B” tool, a size 16 body die adapter must be used

IPD Ferrule Presetting Tool Assembly Instructions
Coupler body in hydraulic ram and pump, is a high pressure, screw together coupler. Thread coupler body 
onto nipple and each end of hose assembly. No tools required.

Figure 2

Figure 3

Figure 4

Figure 1

Size Turns
4 1/2
6 1/2
8 1/2

10 1/2
12 1/2
14 1/2
16 1/2

Presetting CPI™ /A-LOK® Tube Fitting Ferrules Sizes 1/4" Through 1"
1. Assemble CPI™/A-LOK® nut, CPI™/A-LOK® Ferrule(s) and body 

die onto tubing as shown in Figure 1. Be sure that the tapered end 
of the Ferrule(s) point toward the body die.

2. Insert “U-shaped” Nut Die into the back-up plate of the Hydraulic 
Ram as shown in Figure 2.

3. Insert Tube Assembly, Figure 1 into Nut Die as shown in Figure 3.
4. Close the pressure relief valve on the side of the hand pump. 

Pump the hand pump until the ram reaches a positive stop. At this 
point an increase in resistance of the handle will be felt and the 
nut will bottom against the shoulder of the body die (Figure 4).

5.  Release the hydraulic pressure by opening the relief valve on the 
side of the pump. The ram will automatically return to the original 
position.

6. The ferrule(s) are now preset on the tubing. Remove the preset 
assembly and pull the body die off the end of the tubing. (If the 
body die does not pull off by hand, clamp on the outside of the 
body die and move the tubing back and forth while pulling.) Do not 
clamp or pull on the preset ferrule(s) as this could damage a seal-
ing surface.

7. Insert the preset assembly into a fitting body, and make sure the  
ferrule seats in the fitting. Tighten the nut on the fitting body until  
finger tight.

8. Tighten the nut with a wrench the additional amount  
shown in the table at the right for each connection  
size. (If an increase in torque is not felt early in wrench  
make-up the preset assembly was not properly seated.)  
If this happens, tighten the nut with a wrench until the  
torque increase is felt. Then, loosen nut to the finger  
tight position, tighten the nut the additional amount  
shown in the table.

Tube Fabricating Equipment
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Figure 7

L

TUBE O.D.

Pre-setting the CPI™ Tube Fitting Ferrules Size 1-1/4", 1-1/2", and 2"

Figure 5

Figure 6

Figure 8

1. Assemble CPI™ nut, CPI™ Ferrule and body die onto tubing as 
shown in Figure 5. Be sure that the tapered end of the ferrule point 
toward the body die.

2. Insert “U-shaped” Nut die into the Nut Die Adapter of the Hydraulic 
Ram as shown in Figure 6.

 NOTE: For size 32 the nut die adapter is not needed and must be 
removed before inserting the nut die.

3. Insert Tube Assembly, Figure 5, into Nut Die as shown in Figure 7.
4. Close the pressure relief valve on the side of the hand pump. Pump 

the hand pump until the ram reaches a positive stop. At this point an 
increase in resistance of the handle will be felt and the nut will bot-
tom against the shoulder of the body die Figure 8.

5. Release the hydraulic pressure by opening the relief valve on the side 
of the pump. The ram will automatically return to the original position.

6. The ferrule(s) are now preset on the tubing. Remove the preset 
assembly and pull the body die off the end of the tubing. (If the body 
die does not pull off by hand, clamp on the outside of the body die 
and move the tubing back and forth while pulling.) Do not clamp or 
pull on the preset ferrule(s) as this could damage a sealing surface.

7. Insert the preset assembly into a fitting body, and make sure the ferrule 
seats in the fitting. Tighten the nut on the fitting body until finger tight.

8. Tighten nut with a wrench the additional amount  
shown in the table at the right for each connection  
size. If an increase in torque is not felt early in  
wrench make up the preset assembly was not  
properly seated. If this happens, tighten the nut  
with a wrench until torque increase is felt. Then, loosen nut to the  
finger tight position, tighten nut the additional amount shown in the 
table.

PLEASE NOTE: Pressure ratings for all Parker Hannifin instrumentation 
fittings are different because tubing thickness can vary widely. All 
instrumentation fittings are designed so the tubing is always weaker 
than the fitting. Thus the pressure rating of the fitting is contingent on 
the pressure rating of the associated tubing.

Minimum Tubing Lengths

Note: You will need a minimum straight length  
of tubing ahead of any bend to fit into the  
presetting tool. See the “L” dimension in the  
chart for each tube O.D. size.

“L” Dimensions

Tube O.D. 
(inches)

“L” 
(inches)

1/4 2
3/8 2-1/8
1/2 2-3/8
5/8 2-3/8
3/4 2-3/8
7/8 2-1/2
1 2-5/8

1-1/4 3
1-1/2 3-3/8

2 4-1/4

Size Turns
20 5/8
24 5/8
32 3/4

Parker IPD Ferrule Presetting Tool

Tube Fabricating Equipment
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Offer of Sale
The items described in this document and other documents and descriptions provided by Parker Hannifin Corporation, its 
subsidiaries and its authorized distributors (“Seller”) are hereby offered for sale at prices to be established by Seller. This offer 
and its acceptance by any customer (“Buyer”) shall be governed by all of the following Terms and Conditions. Buyer’s order 
for any item described in its document, when communicated to Seller verbally, or in writing, shall constitute acceptance of this 
offer. All goods or work described will be referred to as “Products”.

1. Terms and Conditions. Seller’s willingness to offer 
Products, or accept an order for Products, to or from Buyer is 
expressly conditioned on Buyer’s assent to these Terms and 
Conditions and to the terms and conditions found on-line at 
www.parker.com/saleterms/. Seller objects to any contrary 
or additional term or condition of Buyer’s order or any other 
document issued by Buyer.

2. Price Adjustments; Payments. Prices stated on the 
reverse side or preceding pages of this document are valid 
for 30 days. After 30 days, Seller may change prices to reflect 
any increase in its costs resulting from state, federal or local 
legislation, price increases from its suppliers, or any change 
in the rate, charge, or classification of any carrier. The prices 
stated on the reverse or preceding pages of this document 
do not include any sales, use, or other taxes unless so stated 
specifically. Unless otherwise specified by Seller, all prices 
are F.O.B. Seller’s facility, and payment is due 30 days from 
the date of invoice. After 30 days, Buyer shall pay interest 
on any unpaid invoices at the rate of 1.5% per month or the 
maximum allowable rate under applicable law.

3. Delivery Dates; Title and Risk; Shipment. All delivery 
dates are approximate and Seller shall not be responsible 
for any damages resulting from any delay. Regardless of the 
manner of shipment, title to any products and risk of loss 
or damage shall pass to Buyer upon tender to the carrier 
at Seller’s facility (i.e., when it’s on the truck, it’s yours). 
Unless otherwise stated, Seller may exercise its judgment 
in choosing the carrier and means of delivery. No deferment 
of shipment at Buyers’ request beyond the respective 
dates indicated will be made except on terms that will 
indemnify, defend and hold Seller harmless against all loss 
and additional expense. Buyer shall be responsible for any 
additional shipping charges incurred by Seller due to Buyer’s 
changes in shipping, product specifications or in accordance 
with Section 13, herein.

4. Warranty. Seller warrants that the Products sold here-
under shall be free from defects in material or workmanship 
for a period of twelve months from the date of delivery to 
Buyer or 2,000 hours of normal use, whichever occurs first. 
This warranty is made only to Buyer and does not extend 
to anyone to whom Products are sold after purchased from 
Seller. The prices charged for Seller’s products are based 
upon the exclusive limited warranty stated above, and upon 
the following disclaimer: DISCLAIMER OF WARRANTY: THIS 
WARRANTY COMPRISES THE SOLE AND ENTIRE WARRANTY 
PERTAINING TO PRODUCTS PROVIDED HEREUNDER. 
SELLER DISCLAIMS ALL OTHER WARRANTIES, EXPRESS 
AND IMPLIED, INCLUDING MERCHANTABILITY AND FITNESS 
FOR A PARTICULAR PURPOSE.

5. Claims; Commencement of Actions. Buyer shall 
promptly inspect all Products upon delivery. No claims 
for shortages will be allowed unless reported to the Seller 
within 10 days of delivery. No other claims against Seller will 

be allowed unless asserted in writing within 60 days after 
delivery or, in the case of an alleged breach of warranty, 
within 30 days after the date within the warranty period on 
which the defect is or should have been discovered by Buyer. 
Any action based upon breach of this agreement or upon 
any other claim arising out of this sale (other than an action 
by Seller for any amount due to Seller from Buyer) must be 
commenced within thirteen months from the date of tender 
of delivery by Seller or, for a cause of action based upon an 
alleged breach of warranty, within thirteen months from the 
date within the warranty period on which the defect is or 
should have been discovered by Buyer.

6. LIMITATION OF LIABILITY. UPON NOTIFICATION, 
SELLER WILL, AT ITS OPTION, REPAIR OR REPLACE A 
DEFECTIVE PRODUCT, OR REFUND THE PURCHASE PRICE. 
IN NO EVENT SHALL SELLER BE LIABLE TO BUYER FOR 
ANY SPECIAL, INDIRECT, INCIDENTAL OR CONSEQUENTIAL 
DAMAGES ARISING OUT OF, OR AS THE RESULT OF, THE 
SALE, DELIVERY, NON-DELIVERY, SERVICING, USE OR 
LOSS OF USE OF THE PRODUCTS OR ANY PART THEREOF, 
OR FOR ANY CHARGES OR EXPENSES OF ANY NATURE 
INCURRED WITHOUT SELLER’S WRITTEN CONSENT, 
EVEN IF SELLER HAS BEEN NEGLIGENT, WHETHER IN 
CONTRACT, TORT OR OTHER LEGAL THEORY. IN NO 
EVENT SHALL SELLER’S LIABILITY UNDER ANY CLAIM 
MADE BY BUYER EXCEED THE PURCHASE PRICE OF THE 
PRODUCTS.

7. Contingencies. Seller shall not be liable for any default or 
delay in performance if caused by circumstances beyond the 
reasonable control of Seller.

8. User Responsibility. The user, through its own analysis 
and testing, is solely responsible for making the final selection 
of the system and Product and assuring that all performance, 
endurance, maintenance, safety and warning requirements 
of the application are met. The user must analyze all aspects 
of the application and follow applicable industry standards 
and Product information. If Seller provides Product or system 
options, the user is responsible for determining that such 
data and specifications are suitable and sufficient for all 
applications and reasonably foreseeable uses of the Products 
or systems.

9. Loss to Buyer’s Property. Any designs, tools, patterns, 
materials, drawings, confidential information or equipment 
furnished by Buyer or any other items which become Buyer’s 
property, may be considered obsolete and may be destroyed 
by Seller after two consecutive years have elapsed without 
Buyer placing an order for the items which are manufactured 
using such property. Seller shall not be responsible for 
any loss or damage to such property while it is in Seller’s 
possession or control.

10. Special Tooling. A tooling charge may be imposed for 
any special tooling, including without limitation, dies, fixtures, 
molds and patterns, acquired to manufacture Products. 
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Such special tooling shall be and remain Seller’s property 
notwithstanding payment of any charges by Buyer. In no event 
will Buyer acquire any interest in apparatus belonging to Seller 
which is utilized in the manufacture of the Products, even if 
such apparatus has been specially converted or adapted for 
such manufacture and notwithstanding any charges paid by 
Buyer. Unless otherwise agreed, Seller shall have the right to 
alter, discard or otherwise dispose of any special tooling or 
other property in its sole discretion at any time.

11. Buyer’s Obligation; Rights of Seller. To secure 
payment of all sums due or otherwise, Seller shall retain a 
security interest in the goods delivered and this agreement 
shall be deemed a Security Agreement under the Uniform 
Commercial Code. Buyer authorizes Seller as its attorney 
to execute and file on Buyer’s behalf all documents Seller 
deems necessary to perfect its security interest. Seller shall 
have a security interest in, and lien upon, any property of 
Buyer in Seller’s possession as security for the payment of 
any amounts owed to Seller by Buyer.

12. Improper use and Indemnity. Buyer shall indemnify, 
defend, and hold Seller harmless from any claim, liability, 
damages, lawsuits, and costs (including attorney fees), 
whether for personal injury, property damage, patent, 
trademark or copyright infringement or any other claim, 
brought by or incurred by Buyer, Buyer’s employees, or any 
other person, arising out of: (a) improper selection, improper 
application or other misuse of Products purchased by Buyer 
from Seller; (b) any act or omission, negligent or otherwise, 
of Buyer; (c) Seller’s use of patterns, plans, drawings, or 
specifications furnished by Buyer to manufacture Product; or 
(d) Buyer’s failure to comply with these terms and conditions. 
Seller shall not indemnify Buyer under any circumstance 
except as otherwise provided.

13. Cancellations and Changes. Orders shall not be 
subject to cancellation or change by Buyer for any reason, 
except with Seller’s written consent and upon terms that 
will indemnify, defend and hold Seller harmless against all 
direct, incidental and consequential loss or damage. Seller 
may change product features, specifications, designs and 
availability with notice to Buyer.

14. Limitation on Assignment. Buyer may not assign its 
rights or obligations under this agreement without the prior 
written consent of Seller.

15. Entire Agreement. This agreement contains the entire 
agreement between the Buyer and Seller and constitutes 
the final, complete and exclusive expression of the terms 
of the agreement. All prior or contemporaneous written or 
oral agreements or negotiations with respect to the subject 
matter are herein merged.

16. Waiver and Severability. Failure to enforce any 
provision of this agreement will not waive that provision 
nor will any such failure prejudice Seller’s right to enforce 
that provision in the future. Invalidation of any provision of 
this agreement by legislation or other rule of law shall not 
invalidate any other provision herein. The remaining provisions 
of this agreement will remain in full force and effect.

17. Termination. This agreement may be terminated by 
Seller for any reason and at any time by giving Buyer thirty 
(30) days written notice of termination. In addition, Seller may 

by written notice immediately terminate this agreement for 
the following: (a) Buyer commits a breach of any provision of 
this agreement (b) the appointment of a trustee, receiver or 
custodian for all or any part of Buyer’s property (c) the filing of 
a petition for relief in bankruptcy of the other Party on its own 
behalf, or by a third party (d) an assignment for the benefit of 
creditors, or (e) the dissolution or liquidation of the Buyer.

18. Governing Law. This agreement and the sale and 
delivery of all Products hereunder shall be deemed to have 
taken place in and shall be governed and construed in 
accordance with the laws of the State of Ohio, as applicable to 
contracts executed and wholly performed therein and without 
regard to conflicts of laws principles. Buyer irrevocably agrees 
and consents to the exclusive jurisdiction and venue of the 
courts of Cuyahoga County, Ohio with respect to any dispute, 
controversy or claim arising out of or relating to this agreement. 
Disputes between the parties shall not be settled by arbitration 
unless, after a dispute has arisen, both parties expressly agree 
in writing to arbitrate the dispute.

19. Indemnity for Infringement of Intellectual Property 
Rights. Seller shall have no liability for infringement of any 
patents, trademarks, copyrights, trade dress, trade secrets 
or similar rights except as provided in this Section. Seller will 
defend and indemnify Buyer against allegations of infringement 
of U.S. patents, U.S. trademarks, copyrights, trade dress 
and trade secrets (“Intellectual Property Rights”). Seller will 
defend at its expense and will pay the cost of any settlement 
or damages awarded in an action brought against Buyer based 
on an allegation that a Product sold pursuant to this Agreement 
infringes the Intellectual Property Rights of a third party. Seller’s 
obligation to defend and indemnify Buyer is contingent on 
Buyer notifying Seller within ten (10) days after Buyer becomes 
aware of such allegations of infringement, and Seller having 
sole control over the defense of any allegations or actions 
including all negotiations for settlement or compromise. If a 
Product is subject to a claim that it infringes the Intellectual 
Property Rights of a third party, Seller may, at its sole expense 
and option, procure for Buyer the right to continue using 
the Product, replace or modify the Product so as to make it 
noninfringing, or offer to accept return of the Product and return 
the purchase price less a reasonable allowance for depreciation. 
Notwithstanding the foregoing, Seller shall have no liability 
for claims of infringement based on information provided by 
Buyer, or directed to Products delivered hereunder for which the 
designs are specified in whole or part by Buyer, or infringements 
resulting from the modification, combination or use in a system 
of any Product sold hereunder. The foregoing provisions of 
this Section shall constitute Seller’s sole and exclusive liability 
and Buyer’s sole and exclusive remedy for infringement of 
Intellectual Property Rights.

20. Taxes. Unless otherwise indicated, all prices and charges 
are exclusive of excise, sales, use, property, occupational or 
like taxes which may be imposed by any taxing authority upon 
the manufacture, sale or delivery of Products.

21. Equal Opportunity Clause. For the performance of 
government contracts and where dollar value of the Products 
exceed $10,000, the equal employment opportunity clauses in 
Executive Order 11246, VEVRAA, and 41 C.F.R. §§ 60-1.4(a), 
60-741.5(a), and 60-250.4, are hereby incorporated.
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AE – UAE, Dubai 
Tel:  +971 4 8127100 
parker.me@parker.com

AR – Argentina, Buenos Aires 
Tel:  +54 3327 44 4129

AT – Austria, Wiener Neustadt 
Tel:  +43 (0)2622 23501-0 
parker.austria@parker.com

AT – Eastern Europe,  
Wiener Neustadt 
Tel: +43 (0)2622 23501 970 
parker.easteurope@parker.com

AU – Australia, Castle Hill 
Tel: +61 (0)2-9634 7777

AZ – Azerbaijan, Baku 
Tel: +994 50 2233 458 
parker.azerbaijan@parker.com

BE/LU – Belgium, Nivelles 
Tel: +32 (0)67 280 900 
parker.belgium@parker.com

BR – Brazil, Cachoeirinha RS 
Tel: +55 51 3470 9144

BY – Belarus, Minsk 
Tel: +375 17 209 9399 
parker.belarus@parker.com

CA – Canada, Grimsby, Ontario 
Tel +1 905-945-2274
ipd_canada@parker.com

CH – Switzerland, Etoy 
Tel: +41 (0) 21 821 02 30  
parker.switzerland@parker.com

CN – China, Shanghai 
Tel: +86 21 5031 2525

CZ – Czech Republic, Klecany 
Tel: +420 284 083 111 
parker.czechrepublic@parker.com

DE – Germany, Kaarst 
Tel: +49 (0)2131 4016 0 
parker.germany@parker.com

DK – Denmark, Ballerup 
Tel: +45 43 56 04 00 
parker.denmark@parker.com

ES – Spain, Madrid 
Tel: +34 902 33 00 01 
parker.spain@parker.com

FI – Finland, Vantaa 
Tel: +358 (0)20 753 2500 
parker.finland@parker.com

FR – France, Contamine s/Arve 
Tel: +33 (0)4 50 25 80 25 
parker.france@parker.com

GR – Greece, Athens 
Tel: +30 210 933 6450 
parker.greece@parker.com

HK – Hong Kong 
Tel: +852 2428 8008

HU – Hungary, Budapest 
Tel: +36 1 220 4155 
parker.hungary@parker.com

IE – Ireland, Dublin 
Tel: +353 (0)1 466 6370 
parker.ireland@parker.com

IN – India, Mumbai 
Tel: +91 22 6513 7081-85

IT – Italy, Corsico (MI) 
Tel: +39 02 45 19 21 
parker.italy@parker.com

JP – Japan, Tokyo 
Tel: +(81) 3 6408 3901

KR – South Korea, Seoul 
Tel: +82 2 559 0400

KZ – Kazakhstan, Almaty 
Tel: +7 7272 505 800 
parker.easteurope@parker.com

LV – Latvia, Riga 
Tel: +371 6 745 2601 
parker.latvia@parker.com

MX – Mexico, Apodaca 
Tel: +52 81 8156 6000

MY – Malaysia, Shah Alam 
Tel: +603-78490800

NL – The Netherlands,  
Oldenzaal 
Tel: +31 (0)541 585 000 
parker.nl@parker.com

NO – Norway, Stavanger 
Tel: +47 (0)51 826 300 
parker.norway@parker.com

NZ – New Zealand, Mt Wellington 
Tel: +64 9 574 1744

PL – Poland, Warsaw 
Tel: +48 (0)22 573 24 00 
parker.poland@parker.com

PT – Portugal, Leca da Palmeira 
Tel: +351 22 999 7360 
parker.portugal@parker.com

RO – Romania, Bucharest 
Tel: +40 21 252 1382 
parker.romania@parker.com

RU – Russia, Moscow 
Tel: +7 495 645-2156 
parker.russia@parker.com

SE – Sweden, Spånga 
Tel: +46 (0)8 59 79 50 00 
parker.sweden@parker.com

SG – Singapore 
Tel: +65 6887 6300

SK – Slovakia, Banská Bystrica 
Tel: +421 484 162 252 
parker.slovakia@parker.com

SL – Slovenia, Novo Mesto 
Tel: +386 7 337 6650 
parker.slovenia@parker.com

TH – Thailand, Bangkok 
Tel: +662 717 8140

TR – Turkey, Istanbul 
Tel: +90 216 4997081 
parker.turkey@parker.com

TW – Taiwan, Taipei 
Tel: +886 2 2298 8987

UA – Ukraine, Kiev 
Tel +380 44 494 2731 
parker.ukraine@parker.com

UK – United Kingdom,  
Barnstaple 
Tel: +44 (0)1271 31 31 31 
parker.uk@parker.com

US – USA, Cleveland  
Tel: +1 216 896 3000

VE – Venezuela, Caracas 
Tel: +58 212 238 5422

ZA – South Africa, 
Kempton Park 
Tel: +27 (0)11 961 0700 
parker.southafrica@parker.com

Parker Worldwide

European Product Information Centre 

Free phone: 00 800 27 27 5374 

(from AT, BE, CH, CZ, DE, EE, ES, FI, FR, IE, 

IT, PT, SE, SK, UK)
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